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Technical data

Suitable for the following tools

QuickIN tapping drive

head

The world’s only tapper drive head for drill/drivers. Tap at
speed thanks to integrated reversing gear for automatic
changes in the direction of rotation. The rapid return
action in reverse running makes shorter cycle times
possible. The tapper is braced on its square with a
positive �t using collets, preventing it from slipping
during use. Compatible with all FEIN cordless drill/drivers
with QuickIN interface.

Product number: 6 42 03 027 01 0

TECHNICAL DATA

Accessory interface QuickIN

Tool Holder QuickIN

Tapping max. M 14

Length without collet 111.6 mm

Length with collet chuck 146.3 mm

Weight without collet 0.39 kg

Weight with collet 0.52 kg

ASCM 18-4 QMP ASF

ASB 18 Q ASF

ABS 18 Q ASF

ASCM 18 QSW ASF

ASCM 18-4 QM ASF

https://fein.com/en_uk/machines/drilling-screwdriving/cordless-drill-driver/ascm-18-4-qmp-as-71161661000/
https://fein.com/en_uk/machines/drilling-screwdriving/cordless-drill-driver/asb-18-q-as-71040761000/
https://fein.com/en_uk/machines/drilling-screwdriving/cordless-drill-driver/abs-18-q-as-71132461000/
https://fein.com/en_uk/machines/drilling-screwdriving/cordless-drill-driver/ascm-18-qsw-as-71161461000/
https://fein.com/en_uk/machines/drilling-screwdriving/cordless-drill-driver/ascm-18-4-qm-as-71161561000/
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Application examples


