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Specificații

Suitable for the following machines

Acumulator

Acumulator litiu-ion cu indicator al stării de încărcare și
tehnologie FEIN SafetyCell. Protejează acumulatorul și
mașina la suprasarcină, supraîncălzire și descărcare
profundă. Poate � utilizată pe toate sculele FEIN cu
acumulator de 12 V și de 18 V cu interfață MultiVolt.

Numărul produsului: 9 26 04 183 02 0

SPECIFICAȚII GENERALE

Tensiune 12 V

Capacitate 3 Ah

Greutate 0,25 kg

ASM 18-12 PCF

ASW 18-30 PCF

ASW 18-45 PCF

ASW 18-60 PCF

ASW 18-18 PCF

ASM 18-8 PCF

ASM 18-3 PCF

ASW 18-6 PCF

ASW 18-12 PCF

https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asm-18-12-pc-71127960000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-30-pc-71126260000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-45-pc-71126360000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-60-pc-71126460000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-18-pc-71127060000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asm-18-8-pc-71127860000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asm-18-3-pc-71127760000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-6-pc-71126660000/
https://fein.com/ro_ro/scule/gaurire-si-insurubare/fein-accutec/asw-18-12-pc-71126860000/

